
Warning - Read First
1. Wear safety glasses when drilling in stainless steel. 
2. Do not touch the thermometer when boiling, as it will be 
hot enough to burn skin. Do not adjust the calibration when 
hot, to avoid burns. Do not lift a hot full brew pot!
3.  Keep the body of the thermometer away from your burner 
flame which will scorch it and ruin its interior.

 WELDLESS POT THERMOMETER
Installation

To install on your brewing pot, first drill a 7/16” hole with a sharp 7/16” drill bit 
(safety glasses are required when drilling) approximately 4” up from the center 
of your existing valve hole.  This can vary depending on your application, so 
plan a bit here and position the thermometer on the pot to see how it will look 
and fit before drilling (you may 
want it higher or lower).  

You do not want the ther-
mometer so close to the 
bottom of the pot that it will 
be scorched by the burner 
flame, as this will ruin the 
unit.  

Mark the center of your future 
hole with a felt pen or crayon.  Drill carefully with safety glasses on, and smooth 
any burrs with a round file when done. Now put the thermometer into the hole 
probe first, and screw the stainless retaining nut on the inside (the orange sil-
cone O ring will be on the outside of the pot when done). Using a 7/8” wrench 
tighten the inner locknut while you hold the dial in position. Tighten until secure 
(do not use a lot of force) and you are done. 

If desired, you can adjust the calibration using the set screw on the back of 
the case. Slide the red pointer to where you want it (mash temperature, etc.) 
before brewing.
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