
 C02 PURGE KIT
WARNING - READ BEFORE USING

1. Keep upright when in use - If the C02 valve is allowed to 
fall on its side, the liquid C02 could escape rather violently

2. Keep away from children - This is not a toy. Compressed 
C02 gas can be explosive and cause personal injury.

3. Keep away from excessive heat - Operate at temperatures 
of 92° F. or lower only.

Instructions
1. First attach the tubing to the valve by 
unscrewing the tubing nipple nut and 
sliding it over one end of the clear tubing 

as shown. Now press the 
tubing over the nipple and 
tighten the nut to finish 
assembly.

2. Make sure the C02 valve is off by turn-
ing the top knob CLOCKWISE until it 

stops by hand (never use a wrench to turn the 
top control knob). 

3. Now screw the included cartridge (William’s 
Brewing part D48) into the base of the C02 valve. 
Tighten firmly by hand but do not use a wrench. 
You will know you have pierced the cartridge 
when the tank gauge goes from 0 to 700 psi. Put 
the C02 cartridge into the included base.

4. To purge the airspace above a 5 or 6 gallon 
fermenter, position the hose directly above the 
wort and turn the knob counterclockwise until 
the C02 starts flowing. Leave on for 10 seconds 

to put a C02 blanket above your wort. Never turn the knob more than 
5 or 6 turns counterclockwise to open, as you will waste C02.  Always 
turn the knob clockwise to close all the way when done.

5. You can use part R84 (optional) to adapt this to dispense from 
refillable paintball C02 tanks. To use, screw William’s Brewing part 

number R84 into your C02 purge valve and tighten by hand only. Now 
turn the dispensing knob on your C02 purge valve firmly clockwise 
to close. Then screw the assembly into the top of a full paintball tank, 

you will see the tank valve jump from 0 to 700 when it is ready to 
use. Secure upright when in use at all times.
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